
Staticmaster®

NOTICE: NRD warrants that these materials are reasonably fit for the purpose described. We believe that specifications and technical information 
presented are based on test methods that produce accurate results. The foregoing limited warranty is expressly made in lieu of, and no other express 
and no implied warranty of merchantability or fitness for a particular purpose is made. NRD, LLC will not be liable for incidental, consequential, 
special, exemplary or punitive damages. The limited warranty will not apply to defects or damage due to accidents, neglect, misuse, alterations, 
error or failure to properly maintain, clean or repair products.
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2U500, 1U400, 5060, EZ Mount 9/14

Model 5060

EZ MOUNT SYSTEM

Model 2U500

Model 1U400

BF3 EZ Mount 
for 2U500

BF4 EZ Mount 
for 1U400



All NRD ion sources are encapsulated in precious metals by means of a patented process. This results in a static 
eliminator which resists oxidation, solvents, heat, cold and vibration. To maintain peak performance. NRD recom-
mends annual replacement of ionizing cartridges.

Staticmaster®

MATERIAL: Stainless steel housing, aluminum grid
WEIGHT: 0.4 oz. (11.3g)
ISOTOPE: Polonium-210
EMISSION: Alpha
ACTIVITY: 500 µCi
OPTIMUM RANGE: 0.5” to 1.5”

4 mm Banana plug

Plug adapter

4' wire

Female connector for
0.11" x 0.032" male tab
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