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Standard Features

• Double-strike high speed, 180 characters per second (cps)
• Single copy or up to five-part multicopy forms
• Functions in slave capacity, printing information sent via  

RS-232 or weight extraction smart mode, processing  
information before printing

• Cash drawer kick-out function 
• Inexpensive ink cartridge for no-mess ribbon changes
• Battery backup; optional time/date and consecutive number  

(or ID) are retained for a year or more in the event  
of a power failure

• Compatible with most Mettler-Toledo indicators

SP2200	 Ticket Printer

Specifications

Print Speed: 
3.5 lines per second,  
180 characters per second

Characters Per Line: 
40 characters at 12 cpi
Print Area: 3.33 in (84.6 mm) wide

Character Formation: 
5 x 9 dot matrix

Character Height: 
0.1 in (2.5 mm) enhanced double-wide  
or 0.45 in (11.4 mm) on 4X. Can be inverted  
for left side of tickets

Character Set: 
Full 96-character ASCII  
(upper and lower case set)
Dimensions: 
7 in H x 8 in W x 11 in L

Line Spacing: 
Six lines per inch (25.4 mm)

Copy capabilities: 
Single copy or up to five-part  
multicopy forms

PRINT MEDIA:
Form thickness adjustable  
from 0.004 in to 0.026 in (0.1 to 0.7 mm)  
by 0.004 in step increments

RIBBON:
Cartridge-type black or blue ink ribbon.  
Ribbon life is approximately  
1 million standard characters

Serial Interfaces: 
RS-232 standard, 20 mA current loop  
(passive only) or Centronics® Parallel

Weight: 
12 lb

Baud Rates: 
300, 600, 1200, 2400, 4800, 9600  
or 19,200 selectable

Parity: 
1 parity bit (even ignored by printer)

APPROVALS:
UL & C-UL listed, CE marked

WARRANTY:
One-year limited warranty  
(includes printhead)

APPROVALS
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			   EST. Ship	  
Part #	 Description		wei  ght	  Price
34229............ SP2200 Ticket Printer, 115 VAC w/RS-232 (black/light gray)............................12 lb..............................................$1,360.00
35855............ SP2200 Ticket Printer, 230 VAC w/RS-232 (black/light gray)............................12 lb................................................1,360.00

SP2200 with time/date and switch module
34228 ........... SP2200 Ticket Printer, 115 VAC w/RS-232 (black/light gray)............................12 lb................................................1,460.00
35856 ........... SP2200 Ticket Printer, 230 VAC w/RS-232 (black/light gray)............................12 lb................................................1,460.00

Options/Accessories
35231 ........... Switch module.............................................................................................................................................................90.00
20232............ Time/date clock chip...................................................................................................................................................90.00
20302............ 20 mA current loop......................................................................................................................................................75.00
20308 ........... Ink cartridge (black)......................................................................................................................................................24.00
21210 ........... Protective dust cover...................................................................................................................................................75.00
34282 ........... Maintenance and service manual.................................................................................................................................27.00
34171 ........... Additional operating manual.........................................................................................................................................27.00

Cables
15548 ........... 25-pin D-sub male to 25-pin D-sub male 20 mA serial interface cable..........................................................................55.00
15568 ........... 25-pin D-sub male to 25-pin D-sub male RS-232 serial interface cable.......................................................................55.00
15547 ........... Blunt end, 25-pin D-sub male RS-232 serial interface cable.........................................................................................55.00

Interfaces to: Rice Lake indicators with a serial port screw terminal connection

Consult .......... Custom 20 mA/RS-232 serial interface cable.............................................................................................................100.00
Custom cables are designed to interface with your specific equipment. Please specify equipment model number and connector type.

Standard cable length is 5 feet. $2.00 charge for each additional foot.

Rice Lake SP2200
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Standard Features

• 203 dpi
• Drop in media loading
• USB or RS232
• Gap label, black mark plain or fanfold label
• Label length detection
• Direct thermal
• Model RL-42TT - direct thermal/thermal transfer
• 32 Bit CPU
• Memory - 4 MB flash, 8 MB SDRAM

         RL-22DT/RL-42DT/RL-42TT	 Label Printer

Specifications

Print Speed: 
RL-22DT/RL-42DT  2 - 4 ips
RL-42TT  6 ips

Print length: 
Minimum - 0.47 in
Maximum - 68 in

Print width: 
RL-22DT - 2.2 in
RL-42DT/RL-42TT - 4.25 in

media: 
Label roll O.D. max: 4.92 in
Core: 1 in, 1.5 in
Thickness: 0.06 - 0.25 mm

Ribbon (rl-420t): 
Length: 300 m
Max ribbon roll O.D.: 2.67 in
Wide: 1.88 - 4.33 in

Printer language: 
EZPL (Firmware downloadable)

resident fonts: 
11 resident alphanumeric fonts (included OCR A 
& B) those are expandaable eight times horizon-
tally and vertically. All bit mapped fonts in eight 
orientations

Bar codes: 
Code 39, Code 93, Code 128 (subset A, B, C,) 
UCC/EAN - 128 K-Mart, UCC/EAN - 128, UPC 
A/E (add on 2 & 5,) 2 of 5, EAN 8/13 (add on 
2 & 5.) Codabar, Post Net, EAN 128, DUN 14, 
MaxiCode, HIBC, Plessey, Random Weight, 
Telepen, FIM, China Postal Code, RPS 128, PDF 
417, Datamatrix code, QR Code

interfaces: 
Baud rate 4800 - 115,200
USB port U2.0

power: 
Auto switching 100/240 VAC 50/60 Hz

environment: 
Operation: 40°F  to 104°F 
Storage: -40°F  to 122°F 

humidity: 
Operation: 30 - 85 % non-condensing, free air
Storage: 10 - 90% non-condensing, free air

printer dimensions: 
RL-22DT: 3.94 x 8.58 x 6.77 in, weight 1.8 kg
RL-42DT: 6.61 x 8.58 x 6.53 in, weight 2.5 kg
RL-42TT: 8.9 x 11.2 x 6.8 in, weight 2.72 kg

NEW

RL-22DT

RL-42DT

RL-42TT
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Dymo® SE300 Printer
Standard Features

• Easy-to-read full label format with date and time 
• Fast and accurate printing of ID, UW, QTY, tare and bar codes
• Silent print and quiet operation
• Maximum print speed 2 inches/second
• 23 internal bar code symbologies
• Power cord and 9DB9 female serial cable included
• Compatible with DIGI® scales: DC-190, DMC-290,  

DC-200/300 with 73106
• Maximum print width: 2.20 in
• ASCII printer

Specifications

Print Method:
Direct thermal

Print Head Density:
203 dpi

Print Head Life expectancy:
2,000,000 linear inches

Maximum Print Speed:
Two inches/second

interface:
RS-232 serial selectable 1200-115,200 baud, no 
parity, 8 data bits, 1 stop bit

Memory:
30K RAM for graphics buffer, 4K data input buffer

Maximum Media Thickness:
0.006 in (0.152 mm) card stock

Power required:
115 V

Dimensions:
5 in W x 5.25 in H x 7.25 in D
(124 mm W x 133 mm H x 184 mm D)

Approvals:
UL listed

Estimated Shipping Weight:
1.25 lb (0.57 kg)

Warranty:
One-year limited warranty

APPROVALS
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			   Est. Ship 
PART#	 DESCRIPTION		wei  ght	  PRICE
73093............ SE300 printer 9-pin DBF..................................................................................1.25 lb..............................................$495.00

Options/Accessories
74657............ Label, 2.125 in x 2.75 in, 320 labels/roll, 3 rolls/case....................................................................................................68.00
73114............ Label, 2.3 in x 4.5 in, 250 labels/roll, 3 rolls/case..........................................................................................................68.00
73115............ Label, 2.125 in x 2.75 in, 320 labels/roll.................................................................................................................. 25.00/roll
74552............ Label, 2.312 in x 4.5 in............................................................................................................................................ 25.00/roll
73118............ Label 2.3 in x 4.0 in, 300/roll................................................................................................................................... 26.00/roll
73117............ Paper, thermal....................................................................................................................................................... 13.00/roll
81211............ Adjustable spool.................................................................................................................................................... 16.00/roll
81210............ Power Cord........................................................................................................................................................... 16.00/roll

Cables
73106............ Cable, RJ-11 to male 8-pin DIN (required for DC-190/DC-200/300).............................................................................55.00
81209............ Cable, RS-232 DB9F...................................................................................................................................................20.00

DYMO® SE300 PRINTER
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Standard Features

• Wireless
• 8-hour battery life
• Compact size 
• Rugged design for harsh environments
• High-speed thermal receipt and label printing
• Auto cutter and drop-in paper loading
• Supports 802.11b (Bluetooth by special order) wireless protocols
• Print width up to 54 mm
• Non-volatile memory to store logos and print clean receipt
• Belt clip and shoulder strap for maximum mobility
• Thermal Line Printing	
• 9 pin Printhead
• Drop-in Paper loading

EPSON - Mobilink	 Wireless Ethernet Direct Thermal Tape Printer

Specifications

Print Speed: 
70 mm per second (maximum)

Print width:
58 mm (default) or 60 mm

Dot/line:
420/432 dots

Column Capacity:
Font A 35 columns,  
Font B 42 columns,  
Font C 52 columns

Character size:
0.039 in X 0.0095 in/0.056 in X 0.133 in
(0.99 W X 2.4 H / 1.41 W X 3.39 H mm) 

Character set: 
95 Alphanumeric, 37 International, 
128 X 8 Graphic Traditional/Simple Chinese,  
Thai, Japanese, Korean

Characters per inch:
20 cpi/15 cpi

Number of columns:
42

Paper width:
2.28 in (58 mm) default 
2.36 in (60 mm)

Paper Thickness:
0.004 in to 0.008 in (0.09 mm to 0.2 mm)

Printer reliability:
10,000,000 lines MCBF (CRT)

Auto cutter:
Partial cut, left uncut 500,000 cuts

Interface:
802.11b (Bluetooth special order)
(RS-232 port included for set-up only) 

Data receive buffer:
128 bytes

Power:
Custom Lithium-ion battery pack,  
AC adapter (option)

Power Charging:
AC adapter (5 hours to full charge) or custom 
charger (option)

Optional power supply:
PS-180 or PS-10

weight:
1.448 lb/599 g or less with battery, without paper 
roll

Dustproof/Waterproof
Dust resistant, moisture resistant

Operating Temperature:
32°F to 122°F 
0°C to 50°C

Overall dimensions:
4.24 x 6.48 x 2.75 in 
(108 x 165 x 70 mm)

EMC Standards:
VCCI class A, FCC class A, CE marking, AS/NZS 
3548 class B

approvals:
C-UL listed

WARRANTY:
One-year limited warranty

APPROVALS




