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ht3™

Color Large-display Weight Indicator

Approvals

Measurement
Canada
Approved

Dimensions

LaserLight3

Standard Features

« Color display
- Displays six high-intensity digits up to 5 in height
- Adjustable daylight/night intensity
« Mirror mode (reverse image) function
- Durable weather tight enclosure with
flip-down door
- Flat-wall mounted or add VESA or offset mount

A 23.00in (584mm)  |E |5.00in (127 mm) .

B |10.10in (256 mm) F |8.00in (203 mm) Options

C |8.73in (222 mm) G |25.02in (636 mm) - Wireless LAN, Wi-Fi interface 802.11 a/b
D |5.87in (149 mm) - Wireless interface, pair of ConnexLink™

radios and mount

« Pole mount kit, VESA flat wall for 2 to 6 inch pole
(W = H) 200 x 100 mm, six fasteners (M4 x 8 mm)

« Sunshade visor, 8-inch painted steel
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Specifications

Power:
AC voltages: 100 to 240 VAC; 50/60 Hz

Power Consumption:
120 watt (120 VAC)

Excitation Voltage:
5VDC, 8 x 350 ohm or 16 x 700 ohm load cells

Analog Signal Input Range:
-5mVto +70 mvV

Analog Signal Sensitivity:
0.3 pV/graduation minimum
1pV/graduation recommended

A/D Sample Rate:
6.25 to 120 Hz, software selectable
Resolution:
Internal: 8,000,000 counts
Display: 1,000,000
System Linearity:
Within 0.01% full scale
Output Interface:
Ethernet TCP/IP, independently configurable
echo port

Input Data Format:
Baud rate: 1200, 2400, 4800, 9600, 19200, 38400,
57600 and 115200 self-learning or configurable
Update:
Continuous or out-of-motion modes
Message interrupt mode
Digital I/0:
Four I/0 read or set
5V logic
Communication Ports:
Two full-duplex RS-232
RS-485/422 (two-wire or four-wire)
Micro USB (device)
Ethernet TCP/IP (10/100)
Wi-Fi
Display:
Bright, outdoor color LED lamps
128 x 32-pixel, 4 mm pitch
Decimal or comma indication
Weight display with units and mode
Message display
1,2o0r4lines
Maximum Viewing Distance:
4-inch character 100 ft (30 m)
5-inch character: 150 ft (46 m)
Viewing Angle:
160°
Character Format:
7 or 8 data bits; even, odd, or no parity;
10r 2 stop bits
Keys/Buttons:
Zero, Gross/Net, Tare, Units, Print, Menu
Time:
Software enable, 12 or 24 hour format
Date:
Software enable, US or ISO format
Temperature:
Operating:
-40 °F to 120 °F (-40 °C to 49 °C)
Rating/Material:
IP66
Mild steel, powder-coated
Warranty:
Two-year limited
Approvals:
NTEP 22-096
Measurement Canada AM-6210C
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LaserLight3™

Color Large-display Weight Indicator

Part Number/Price

Part#  Description Est. Weight
205780 | LaserLight3 large-display weight indicator 20lb Consult

Options/Accessories

Part # Description Price
212745 | Pole mount kit, VESA flat-wall, 200 mm W x 100 mm H, 6 fasteners (M4 x 8 mm) for 2-6 inch pole Consult
75856 | Pole mount kit, 4-in flange style (24-in wide frame use with 4-8 in dia. pole) Consult
208807 | Sunshade, 8-in Consult
209118 | Wireless LAN, RS-232/Wi-Fi interface 802.11 a/b XPico module Consult
212753 | Wireless interface, pair of ConnexLink radios transceiver kit and mount Consult
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Sunshade
PN 208807

Flange pole mount kit
PN 75856

VESA pole mount kit
PN 212745

5 2 4 | === yww.ricelake.com | Phone: 800-472-6703
RlCE LAKE An IS0 9001:2015 Accredited Company ©2026 Rice Lake Weighing Systems 1/26 Prices and specifications subject to change without notice. Visit ricelake.com for current prices.



	Indicators / Controllers
	120/120 Plus
	Digital Weight Indicator

	CW-90
	Checkweigh Indicator

	CW-90X
	Checkweigh Indicator

	380 Synergy Series
	Digital Weight Indicator

	380X Synergy Series
	Washdown Digital Weight Indicator

	381 Synergy Series
	Digital Weight Indicator

	680 Synergy Series
	Digital Weight Indicator

	682 Synergy Series
	Digital Weight Indicator

	680HE Synergy Series
	Hostile Environment Digital Weight Indicator

	720i™ Series
	Programmable Digital Weight Indicator/Controller

	880/880 Plus Performance™ Series
	Programmable Digital Weight Indicator/Controller

	920i® Series
	Programmable Digital Weight Indicator

	1280 Enterprise™ Series
	 Programmable Digital Weight Indicator

	Relays and Racks
	Input/Output Components

	LaserLight3™ 
	Color Large-display Weight Indicator

	LaserLT-60 and LaserLT-100
	Large-display Digital Weight Indicators

	1280 Enterprise™ Series 
	User Programs

	920i® Series
	User Programs

	920i® FlexWeigh Systems
	Fillers/Batchers

	920i® FlexWeigh Systems
	Bulkweighers and Flip Flop Fillers

	920i® FlexWeigh Systems
	Flow Rate Controllers

	920i® FlexWeigh Systems
	Hand Batching

	MSI-8000HD
	Digital Weight Indicator/RF Remote Display

	MSI-8004HD
	Digital Weight Indicator/RF Remote Display

	SCT-1100
	Signal Conditioning Transmitter

	SCT-2200
	Signal Conditioning Transmitter

	SCT-3300
	Signal Conditioning Transmitter

	SCT-1PX
	Transmitter with Integrated Fieldbus and Web Server

	SCT-1SX
	Transmitter with Integrated Fieldbus and Web Server

	SCT-4X
	Integrated Fieldbus Transmitter

	SCT-10
	Signal Conditioning Transmitter

	SCT-20
	Signal Conditioning Transmitter

	SCT-30
	Signal Conditioning Transmitter

	SCT-40
	Signal Conditioning Transmitter


	FieldBus Cards 
	PROFIBUS® DP Interface 
	720i™/920i®

	Profinet IO Interface
	920i®

	DeviceNet® Interface
	720i™/920i®

	ControlNet® Interface
	920i®

	EtherNet/IP™ Interface
	720i™/920i®

	Ethernet TCP/IP Interface
	720i™/920i®

	Profibus® DP Interface
	880™/882D/882IS/1280™

	PROFINET Interface
	880™/882D/882IS/1280™

	DeviceNet® Interface
	880™/882D/882IS/1280™

	Modbus TCP Interface
	880™/882D/882IS/1280™

	EtherNet/IP™ Interface
	880™/882D/882IS/1280™

	EtherCAT® Interface
	880™/882D/882IS/1280™

	TranSend™
	Wireless Load Cell Interface System

	SendIt™
	Wireless Load Cell Interface System

	ConnexLink™ 
	Wireless Radio 900 MHZ Transceivers

	Industrial Broadband
	Ubiquiti® NanoStation®
	Visible Lights and Audible Alarms
	Manual Pushbuttons/Pushbutton Switches

	Industrial Control Products
	USB to Serial Converter/Adapter
	Serial Adapters

	Amphenol® RJF 544
	Harsh Environment Ethernet Connection System

	AbleCable® 
	Serial Adapter RS-232 Cable to USB

	Go-Between™
	Data Capture and Storage



