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kg     lb

Number Entry

Off
Test Display

*Total
*View Total
*Net/Gross

Remote Learn
**Units

***Peak Hold

USER KEY
FUNCTIONS

TOTAL MODE
Total Off (default)

Total On Manual

Autototal on Load

Autototal Last

Autototal on High Load

USER

F

Function User Key 1

Function User Key 2

Auto Off Time

Sleep Mode

Display Intensity

Set Point 1

Set Point 2

Set Point 3

Total Mode

**Weight Filter

***Weight Units

SETUP MENU

Disabled (default)

15 minutes
30 minutes
45 minutes
1 hour

AUTO OFF TIME

OFF (disabled)
Low (default)

High Filter
Very High Filter

SOFTWARE FILTER

LED DISPLAY INTENSITY
Auto by Light Sensor (default)

Dim (longest battery life)

Medium Dim
Medium Bright
Maximum Bright

POWER

* Function always available on the RF Remote
** Function not available or non-functional in OIML R76 & 1Unit modes
*** Function not available or non-functional in OIML R76 or NTEP HB44 modes

With the Power off, hold
down the USER key, then
turn the Power on.
Or press POWER and USER
simultaneously

USER

F

TARE

ENTER / SELECT

POWER

EXIT and Cancel Changes

ZERO

EXIT and SAVE

USER

F SCROLLs through
Menu Choices

Set Point Off (default)

Greater Than
Less Than

Totals on first stable load

Totals the last stable load before zero return

Totals the highest stable load

Totals by pressing the USER key

Autototal Last and Autototal High total when the scale is unloaded.

F2 is only on the RF Remote

SLEEP DELAY
Off, Sleep disabled
5 Minutes (default)

15 Minutes
30 Minutes

 (default)
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