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ASTM
Class 6 Optional Certificate
Weight Part # Length Width Height Slot Width Slot Depth* Price Accredited
1,000 kg 12801 20-1/2 in (521 mm) 20-1/2 in (521 mm) 22 in (559 mm) 3-1/2 in (89 mm) 2-3/4 in (70 mm) Consult Consult
500 kg 12797 15-1/8 in (384 mm) 15-1/8 in (384 mm) 20-3/4 in (527 mm) 2-1/2 in (64 mm) 2 in (51 mm) Consult Consult
250 kg 12782 12 in (305 mm) 11-1/2 in (292 mm) 17-1/2 in (445 mm) 2-1/2 in (64 mm) 1-7/8 in (48 mm) Consult Consult
200 kg 12793 12 in (305 mm) 11-1/2 in (292 mm) 14-1/4 in (362 mm) 2-1/2 in (64 mm) 1-7/8 in (48 mm) Consult Consult
100 kg 12817 9-7/8 in (251 mm) 9-7/8 in (251 mm) 11 in (279 mm) 2-1/2 in (64 mm) 2 in (51 mm) Consult Consult
50 kg 12803 7 in (178 mm) 9-7/32 in (234 mm) 8-13/16 in (224 mm) 4-15/32 in (114 mm) 1-29/32 in (48 mm) Consult Consult
35 kg 12805 5-1/2 in (140 mm) 7-7/8 in (200 mm) 9-15/32 in (252 mm) 4-15/32 in (114 mm) 1-1/16 in (27 mm) Consult Consult
25 kg 12775 5-1/2 in (140 mm) 7-21/32 in (195 mm) 7-3/32 in (180 mm) 4-7/16 in (113 mm) 1-13/16 in (46 mm) Consult Consult
20 kg 12771 5-19/32 in (142 mm) 7-5/8 in (194 mm) 5-29/32 in (150 mm) 4-5/8 in (118 mm) 1-19/32 in (41 mm) Consult Consult
10 kg 12767 4-1/2 in (114 mm) 6 in (152 mm) 5 in (127 mm) 3-3/4 in (95 mm) 1-1/16 in (27 mm) Consult Consult

Class 7 Optional Certificate
Weight Part # Length Width Height Price Accredited
5 kg 12786 3-13/32 in (87 mm) 5-15/32 in (139 mm) 4-1/8 (105 mm) Consult Consult
2 kg 12809 2-9/16 in (65 mm) 3-31/32 in (101 mm) 2-13/16 in (71 mm) Consult Consult
1 kg 12813 2-1/8 in (54 mm) 3 in (76 mm) 1-27/32 in (47 mm) Consult Consult
500 g 12815 1-5/8 in (41 mm) 2-1/2 in (64 mm) 1-17/32 in (39 mm) Consult Consult

OIML
Class M1 Optional Certificate
Weight Part # Length Width Height Slot Width Slot Depth* Price Accredited
500 kg 156304 15-1/8 in (384 mm) 15-1/8 in (384 mm) 20-3/4 in (527 mm) 2-1/2 in (64 mm) 2 in (51 mm) Consult Consult
250 kg 156305 12 in (305 mm) 11-1/2 in (292 mm) 17-1/2 in (445 mm) 2-1/2 in (64 mm) 1-7/8 in (48 mm) Consult Consult
100 kg 156306 9.87 in (251 mm) 9.87 in (251 mm) 11 in (279 mm) 2-1/2 in (64 mm) 2 in (51 mm) Consult Consult
50 kg 105417 7 in (178 mm) 9-7/32 in (234 mm) 8-13/16 in (224 mm) 4-15/32 in (114 mm) 1-29/32 in (48 mm) Consult Consult
20 kg 105416 5-19/32 in (142 mm) 7-5/8 in (194 mm) 5-29/32 in (150 mm) 4-5/8 in (118 mm) 1-19/32 in (41 mm) Consult Consult
10 kg 105415 4-1/2 in (114 mm) 6 in (152 mm) 5 in (127 mm) 3-3/4 in (95 mm) 1-1/16 in (27 mm) Consult Consult
5 kg 105414 3-13/32 in (87 mm) 5-15/32 in (139 mm) 4-1/8 in (105 mm) - - Consult Consult
* Slot depth refers to distance between lifting bars and castings.

Accessories
Description Part # Price
Statement of Accuracy 36092 Consult
Serial number 25836 Consult

CAST IRON� / METRIC GRIP-HANDLE 

RANGE: 1,000 kg – 500 g


